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35°12'20"N

1. SOUNDINGS ARE EXPRESSED IN FEET AND TENTHS AND REFER TO NOAA'S REPORTED
MEAN LOWER LOW WATER (MLLW) RELATIVE TO THE 1983-2001 TIDAL EPOCH.
= = =1 \Waypoint Line
. . PROJECT SURVEYED WITH DISTRICT SURVEY VESSEL "SWART" & "WALT", USING RTK GPS
=== Matchline HORIZONTAL POSITIONING EQUIPMENT AND 200 KHZ SOUNDING EQUIPMENT.

|:| Navigation Channel . HORIZONTAL DATUM NAD 1983. VERTICAL DATUM M.L.L.W..

Depth In Feet _TIDE GAGE LOCATED AT: HOBUCKEN DOCK WAYPOINTS

] Shall USE OF TIDE VALUES FOR THIS GAGE ARE RESTRICTED TO QUALITY ASSURANCE PURPOSES  Project | SurveyDate | SPFX | SPFY | @ DMSX | = DMSY |
4 and aliower FOR VERIFICATION OF RTK TIDES. THE WILMINGTON DISTRICT WILL ONLY USE STAFF Hobucken - Waypoint 3 2014-10-07-09 2718817 542349 76° 35 35.027" 35° 12 58.532" N
G- GAGE TIDAL VALUES FOR FINAL MAPPING AND QUANTITY CALCULATIONS IF RTK GPS IS UN- 76° 34 48.680" W 35° N

AVAILABLE AT THE TIME OF SURVEY.

11'40.193"

7 - 6 . THIS PROJECT WAS DESIGNED BY THE WILMINGTON DISTRICT OF THE U.S. ARMY
CORPS OF ENGINEERS. THE INITIALS AND SIGNATURES AND REGISTRATION
8 = 7 DESIGNATIONS OF INDIVIDUALS APPEAR ON THESE PROJECT DOCUMENTS WITHIN

THE SCOPE OF THEIR EMPLOYMENT AS REQUIRED BY ER1110-1-8152. AI DS TO NAVIGATION

1 O - 8 . THE INFORMATION DEPICTED ON THIS SURVEY MAP REPRESENTS THE RESULTS OF SURVEYS
12 -10 MADE ON THE DATES INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING THE GENERAL | Type | Number | SurveyDate | SPFX | SPFY | DMSX | DMSY |
- CONDITIONS EXISTING AT THAT TIME. THESE CONDITIONS ARE SUBJECT TO RAPID CHANGE 5" 3536635 W (35715 56.980° N
1 4 1 2 DUE TO SHOALING EVENTS. APRUDENT MARINER SHOULD NOT RELY EXCLUSIVELY ON THE 76°35'21 195" W | 35° 12' 37.859" N
- S SR e S | SCALE = 1:2,000
N 15-14 - NAVIGATION AIDS LOCATED WITH DISTRICT SURVEY VESSEL, ACCURACY +/- 3 METERS. 76° 34'55.968" W | 35° 11'55.948" N ' 0 250 500
367 11740.277" N n
B 15 and Deeper . FOR THE MOST UP TO DATE INFORMATION PLEASE CHECK OUR WEBSITE AT: 76°35 11519° W | 35° 12 13.572° N Y& 5:;; o
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U.S. ARMY ENGINEER DISTRICT
CORPS OF ENGINEERS
WILMINGTON, NORTH CAROLINA
HOBUCKEN LAND-CUT
RANGE 7
HOBUCKEN, NORTH CAROLINA
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